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MANUFACTURER'S NAME
STREET ADDRESS
EMERGENCY TELEPHONE NO.
Epoxy Enamels

PRODUCT CLASS .

il trapename BOstik (Cat-A-Lac)

213/320-6800

Bg§§;£;ﬁig;h¥ Irc., Subsidiary of USM Corp.

20846 S. Normandie Ave. city.stare ano ZIPCODE -

2 CTY.8TATE S ” ’}brrance, Ca. 90502
(& . PoHurgferte—

-

MANUFACTURERS CODE IDENTIFICATION 400' 3 Serles

400-3 Base, X-304 § CA-118 Catalyst
Mix Ratio: Gloss-3 to 1 (X-304);
S/G § Flat-4 to 1/X-304 or 3 to 1/CA-1]

Section Il — HAZARDOUS INGREDIENTS

TWV VAPOR
NGREDIENT r443—3-1 used as example 1 PERCENT PPM mg/M3 HE PRESSURE
Epoxy Resin | 24.3 N/A
Amine Adduct o 4.0 N/A
Color Pigment (1) 20.2 | N/A
Inert Pigment (2) 0.0 N/A
Additives (Suspension and F 1.8 N/A
Solvents (Xylene, Toluene,iMEKb MIBK, 49.7 1100-200 1.1 1.0-70
MNBK, n-Butyl Alcohol, B Cello-
solve § IPA)
(1) Content will vary depending on coflor ) ‘
(Z) 11 ”" " " " gloss * ‘

Section Ill — PHYSICAL DATA

BOILING RANGE 1 70°F . -34(°F. vAPORDENSITY [ X ] HEAvIER E LIGHTER, THAN AIR
EVAPORATION RATE D FASTER [X_-] SLOWER, THAN ETHER ;sg’gfz; VOLATILE gfﬁ;g; PER
— ) b 60 . 0 9 . 26#
_ TN Section IV —- FIRE AND EXPLOSION HAZARD DATA -
R - « T
soremssoke 20 Y D01 IS0GT0 Subp 3 o 28°F. Tag Open Cup ' 1,

Use cavbon dioxide or

dry chemical For s :
Use alcohol-type foam 4 or small fires.

EXTINGUISHING MEDIA
X ! for large fires.
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UNUSUAL FIRE AND EXPLOSION HAZARDS Do not apply to‘heéte\d surfaces or in areas
~ where electrical sparks may be present. E

SPECIAL FIRE FIGHTING PROCEDURES Wat er
in a fine
materials,

may be inefféctivé in fightin‘ fires except
spray to absorb heat and protect gndamaged P
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